
 

 

 

 

Deklaracja zgodności – tłumaczenie z języka angielskiego 

 

Producent Flamco BV  

Amersfoortseweg 9,  

3750 GM Bunschoten, Niderlandy 

 

Opis produktu Separatory powietrza i zanieczyszczeń 
 

Typ produktu 

Odpowietrznik: 

Flexvent R⅛, R⅜, G⅜, R½, G½ 

Flexvent NPT NPT⅛, NPT⅜, NPT½, NPT¾  

Flexvent H R½ 

Flexvent Top R⅜, R½ 

Flexvent Top Aqua R½ 

Flexvent Top NPT NPT⅜, NPT½ 

Flexvent Solar R⅜ 

Flexvent Top Solar G⅜ 

Flexvent Super G½ 

Flexvent Super NPT NPT¾  

LTA Air Accumulator Rp½ (1,0l, 1,6l, 5,0l) 

 

Separator powietrza: 

Flamco XStream Vent 22mm, G¾, G1, G1¼, G1½, G2 

Flamcovent Smart 22mm, G¾, G1, G1¼, G1½, G2 

Flamcovent Smart NPT NPT¾, NPT1, NPT1¼, NPT1½, NPT2 

Flamcovent Smart EcoPlus 22mm G¾, G1, G1¼, G1½, G2 

Flamcovent Solar 22mm, G¾, G1 

Flamcovent Smart S DN50, DN65, DN80, DN100, DN125, DN150, DN200 

Flamcovent Smart F (10 bar) DN50, DN65, DN80, DN100, DN125, DN150, DN200 

 

Separator zanieczyszczeń: 

Flamco XStream Clean 22mm, G¾, G1, G1¼, G1½, G2 

Flamco Clean Smart 22mm, G¾, G1, G1¼, G1½, G2 

Flamco Clean Smart NPT NPT¾, NPT1, NPT1¼, NPT1½, NPT2 

Flamco Clean Smart EcoPlus 22mm, G¾, G1, G1¼, G1½, G2 

Flamco Clean Smart S DN50, DN65, DN80, DN100, DN125, DN150, DN200 

Flamco Clean Smart F (10bar) DN50, DN65, DN80, DN100, DN125, DN150, DN200 

SideFlow Clean 3,5l, 5l 

 

Separator powietrza i zanieczyszczeń: 

Flamco XStream Vent-Clean 22mm, G¾, G1, G1¼, G1½, G 

Flamcovent Clean Smart 22mm, G¾, G1, G1¼, G1½, G2 

Flamcovent Clean Smart NPT NPT¾, NPT1, NPT1¼, NPT1½, NPT2 

Flamcovent Clean Smart EcoPlus 22mm G¾, G1, G1¼, G1½, G2 

Flamcovent Clean Smart S DN50, DN65, DN80, DN100, DN125, DN150, DN200 

Flamcovent Clean Smart F (10 bar) DN50, DN65, DN80, DN100, DN125, DN150, DN200 

 

 



 

 

 

W nawiązaniu do Dyrektywy 2014/68/UE art. 4 p. 3 w imieniu producenta deklarujemy,  

że wyżej wymienione produkty zostały zaprojektowane i wyprodukowane zgodnie  

z uznaną praktyką inżynierską w celu zapewnienia bezpiecznego użytkowania. 

Oznakowanie CE nie ma zastosowania.  

 

Produkt został w 100% przetestowany pod kątem szczelności. Wymagania zostały 

spełnione.  

 

Bunschoten, 07.09.2022  

 

 

Podpisano w imieniu: 

Flamco BV         M. van de Venn 

 


